. Model Type JKM-160M JKM-165M JKM-170M JKM-175M JKM-180M JKM-185M
Maximum Power (Pmax) 160Wp 165Wp 170Wp 175Wp 180Wp 185Wp
Maximum Power Voltage (Vmp) 35V 35V 35.5v 35.5v 36V 36V
. Maximum Power Current (Imp) 4.57A 4.71A 4.79A 4.93A 5A 5.14A
Open-Circuit Voltage (Voc) 42V 42V 42.6V 42.6V 432V 43.2v
Short-Circuit Current (Isc) 5.12A 5.28A 5.36A 5.52A 5.6A 5.76A
No. of Diode 3
Maximum System Voltage 600V (UL) /1000V (TUV, VDE) DC
- a Maximum Series Fuse Rating 10A
Power Tolerance +3%
MONO CRYSTALLINE MODULE
Temperature Coefficients of Voc -0.35%/°C
Temperature Coefficients of Isc 0.05%/°C
Nominal Operating Cell Temperature (NOCT) 48+2°C
STC: Irradiance 1000W/m?2 | 'Module Temperature 25°C AM=1.5
Jinko Solar introduces all new line of high 120 Cell Type Mono-crystalline 125x125mm (5 inch)
160 No. of Cells 72 (6x12)
H H 1 H Dimensions 1580x808x50mm (62.20x31.81x1.97 inch)
performance modules in wide application } o _
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xX
H 6 X 120 SN Front Glass 3.2mm High Transmission, Low Iron, Tempered Glass
ranging from 20 watts to 280 watts. ~ ; N - ot " Tenemission Lowlen.
Zs g 100 ~ Y
= > :
: “\ \ 5 o \\\\LDC Junction Box IP67 Rated
£ E N Output Cables TUV | 1x4.0mm2 | Length 900mm
O g 0 Pmax
2 E— 2w
e | 000W m* \
s 800
Our solar cells offer high conversion efficiency to ensure high qualit i e e
9 4 ghq Y jgg“ \ Packing Configuration 2 pcs / box
Our high performing modules have an industry low tolerance of +/- 3% 00 5 10 15 20 25 30 35 40 45 50 25 0 25 S0 75 100 Quantity / Pallet 22 boxes / pallet
Can withstand high wind-pressure, snow load and extreme temperature MR SRS Loading Quantity 220 pes/20 ft or 616 pes/40 ft
Passed IEC 2400 Pa mechanical loading test
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The company reserves the final right of explanation on any information hereby presented. www.jinkosolar.com | sales@jinkosolar.com




